
 SAFETY FLASH 22-72: 
CRANE 

Proper handling of the crane keeps crew safe and barge damage free. 

Disclaimer: The information in this document was drawn up with the highest possible accuracy. However, the Platform Zero Incidents and its participants cannot be held liable in any way for its content. 
Adopting measures, suggestions, warnings, etc. must therefore always be preceded by weighing up and risk assessment. Spreading this document among third parties is allowed provided that this is 
done in the original form. 

BAD PRACTICE 
 
x Standing under a load. 
x Leaving the crane up. There is a high risk of 

damages when the crane is not laid down. 
x Lifting heavier loads than the maximum weight that is 

indicated on the hoisting equipment. 
x Not using the handbrake and/or putting the car in 

gear. 
x Using worn out hoisting materials. 

ACTION QUESTIONS 

 

• Which hoisting equipment do we have on board and 
are they suitable? 

• What is the maximum weight that we may lift and is 
that enough for the cars we want to hoist? 

• Which steps do we need to take to hoist a car on 
board and what needs extra attention? 

GOOD PRACTICE 
 

ѵ Before commencement of the hoisting activity, carry out a visual 
inspection of crane and the materials. 

ѵ Carry out annual checks seriously. 
ѵ Use certified hoisting equipment like hoisting slings. 
ѵ Make sure the load is well balanced by using a lifting beam. 
ѵ Make sure the hoisting slings have the correct length to ensure 

a safe distance between the lifting beam and the load. 
ѵ Make sure the crane is only operated by well instructed 

personnel. 
ѵ Make sure the barge is moored before commencement of the 

hoisting activities. 
ѵ Place the crane in rest position after the hoisting activities are 

done. 


